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- Height: 151 cm, Width: 70 cm, Depth: 72 cm 

- Time needed for euthanasia (including documentation) of 
240 adult mice (5 mice per Type II L IVC) in 48 IVCs: 
48,4 minutes 

- Parallel working, less rapid fatigue among employees 

- Air + CO2 mixture (more humane, less stress) 

- Patented system for gradientless distribution of the  
Air + CO2 mixture even with enrichment and water bottle 
 

- IVCs remain unopened (less stress) 
 

- CO2 Flow must not be restricted 

- 1 cycle with all cages (max 8, Type II L): 280 L CO2 

- Only the operated GasDocUnits consume CO2 
 

- Can be operated everywhere in the laboratory without 
exhaust systems or hoods 

- Whenever needed, one or more GasDocUnits can be 
singled out and used somewhere else (decentral) 

- When one GasDocUnit has a malfunction, only this unit is 
out of process and the others will still be working 

- No settings to choose and no Neonates can be euthanized 
(not allowed in the EU) 

- Operation is intuitive and simple, with no buttons or 
settings for the operators, no training 
 

- Truly user-independent, greater legal certainty, higher 
process reliability 
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One Chamber System, 
accommodating 12 type 2L or 16 

type 2 cages 

- Height: 113 cm, Width: 81 cm, Depth: 62 cm 

- Time needed for euthanasia (including documentation) of 
240 adult mice (5 mice per Type II L IVC) in 48 IVCs: 
66,4 minutes 

- Serial and parallel work, faster fatigue among employees 

- Pure CO2 

- IVCs are stacked on each other, “cages in the upper layer 
must be slightly offset to allow gas circulation to the 
bottom layer cages.” 

- IVC lids need to be removed (stress, e. g. can be perceived 
as a hunter coming from above) 

- CO2 Flow needs to be restricted and set to 50% 

- 1 cycle with all cages (max 12, Type II L): 350 L CO2 

- CO2 consumption is always the same, independent from 
the number of cages within the chamber 

- Needs to be connected to an exhaust system 
 

- Strictly centralised process with no flexibility 
 

- When the machine breaks down, the whole machine is 
out of process  process interruption? costs? time? 

- Settings to choose: Adult or Neonate Mice, or different 
species, or individual settings 

- Possible mistakes: e. g. choosing wrong programme, or 
wrong individual parameters (time and/or CO2 flow), 
training needed 

- Users have to decide and apply, therefore smaller legal 
certainty, less process reliability, higher mental load 
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- Only a CO2 bottle and an AC-Power source is needed (CO2 

Gas adaptor and power supply unit are included) 
 

- Very fast installation 

- May be disinfected with Bacillol 30 Foam® or Dismozon 
pur® or by gassing with H2 O2 

- Maintenance-free! If the factory condition needs to be 
reassured, we can supply a measuring device 

- All external parts may be easily replaced 

- Extended warranty: 2 years 

- IVCs are fully visible during operation 

- No network connection 

- Compliant with: AVMA Guidelines 2020, 
European Directive (2010/63/EU), 
German Protection of Animals Act (TierSchG), Regulation 
for the Protection of Laboratory Animals (TierSchVersV) 
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- Lots of accessories needed (sold separately: e. g. heated 
regulator, flow-restrictor, Multi Tank Heater, Fixed Flow 
Connection Hose, Cart, Shelf Divider Panels) 

- Much time and labour for installation and wiring 

- Unclear how the system can be disinfected 
 

- Unclear if the system is maintenance-free 
 

- Unclear if external parts can be replaced 

- Unclear warranty time 

- Only IVCs in the first row are visible 

- Network connection via WiFi, Cyber Security? ISO 27001? 

- Compliant with AVMA Guidelines 2020 

 

One Chamber System, 
accommodating 12 type 2L or 16 

type 2 cages 


